
GE OEC 9800 Plus C-Arm Site Planning Guide 

Physical Specifications 
C-Arm	Dimensions:	
-	Base	Width:	Approximately	34	inches	(86.4	cm)	
-	Maximum	C-Arm	Extension:	102	inches	(259	cm)	

Monitor	Cart	Dimensions:	
-	Base:	27	x	27	inches	(68.6	x	68.6	cm)	
-	Height:	64	inches	(162.6	cm)	

Typical	C-Arm	Table	Dimensions:	
-	Width:	24	inches	(61	cm)	
-	Length:	84	inches	(213.4	cm)	

Room Size Recommendations 
-	Minimum	Room	Size:	12	x	12	feet	(3.7	x	3.7	meters)	
-	Recommended	Room	Size:	Larger	than	12	x	12	feet	for	maneuverability	

Electrical and Power Requirements 
-	Power	Supply:	Standard	wall	outlet	
-	Generator:	15	kW	high-frequency	generator	
-	Voltage	Range:	40–120	kVp	
-	Current	Range:	Up	to	75	mA	for	radiographic	film	exposure	

Environmental Conditions 
-	Operating	Temperature:	Standard	clinical	room	temperatures	
-	Humidity:	Standard	clinical	room	humidity	levels	
-	Ventilation:	Adequate	airflow	to	prevent	overheating	

Additional Considerations 
-	Lead	Shielding:	Consult	a	radiation	safety	officer	based	on	local	regulations	
-	Flooring:	Should	support	the	C-arm	weight	and	allow	smooth	movement	
-	Lighting:	Adjustable	lighting	for	optimal	image	visibility	


