
OEC 9900 Elite - Power and Environmental Requirements 

⚡ Power Requirements 
	
-	Voltage:	100–120	VAC	or	220–240	VAC	(depending	on	configuration)	
-	Frequency:	50/60	Hz	
-	Current	Draw:	
		-	~20	Amps	@	120V	
		-	~10	Amps	@	240V	
-	Power	Consumption:	Approx.	2.0	kVA	
-	Power	Plug:	Hospital-grade	outlet	required	
	
⚠	Use	a	dedicated	electrical	circuit	to	prevent	overloads	and	maintain	image	quality.	
	

🌡 Environmental Requirements 
	
-	Room	Temperature:	
		-	Operating:	65°F	to	80°F	(18°C	to	27°C)	
		-	Storage:	-4°F	to	140°F	(-20°C	to	60°C)	
-	Humidity:	
		-	Operating:	20%	to	80%	RH,	non-condensing	
		-	Storage:	10%	to	90%	RH,	non-condensing	
-	Altitude:	
		-	Operating:	Up	to	10,000	ft	(3,000	m)	
-	Ventilation:	Ensure	sufficient	airflow	around	the	system—minimum	4	inches	clearance.	
	

📐 Dimensions & Weight 
	
Main	C-arm	Unit:	
-	Width:	~33	in	(84	cm)	
-	Depth:	~40	in	(102	cm)	
-	Height:	~67	in	(170	cm)	
-	Weight:	~720	lbs	(327	kg)	
	
Workstation	(Monitor	Cart):	
-	Width:	~27	in	(69	cm)	
-	Depth:	~31	in	(79	cm)	
-	Height:	~67	in	(170	cm)	



-	Weight:	~440	lbs	(200	kg)	
	


